
The McCloskey™ R70 delivers the versatile, eavyduty 

configuration that is expected of the R-Series 

screeners, but can be transported easily and 

economically. 

The R70 is a perfect fit for contractors that require the 

ability to tackle large numbers of smaller heavy-duty 

construction, demolition, and remediation projects. 

The R70 is built with the durability and screening 

performance that McCloskey International has built its 

reputation on, using high-quality components and the 

innovative McCloskey High Energy Screenbox.

Highly Portable Durable Screener

• 9 x 4 heavy duty high energy 
2 bearing 2 deck screenbox

• 100Hp Diesel engine

• Integrated hydraulic folding 
stockpiling conveyors

• Service standing room inside 
Powerpack

• Fast on-site setup time – 10 
minutes

 • Track mobile

Features
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Engine   100 Hp (74.5kW)
   CAT 4.4

Transport Height 3.20m (10’ 6”)

Transport Length 9.68m 31’ 9”) 

Transport Width  2.50m (8’ 2.4”)

Weight   15,400kgs 
   (33,951 lbs)

Stockpile Height 3.38m (11’ 1”)
Tail Conveyor

Stockpile Height 3.56mm (11’ 8”)
Side Conveyor

Screenbox   2.80m x 1.22m
Dimensions   (9’ x 4’)

Hopper

Up to 4.13m3 (5.4 yd3) high 
capacity hopper with generous 
grid opening allows the use of
larger loading shovels.

48” Main Conveyor

48” (1200mm) feed 
conveyor enables high 
capacity screening.

Screenbox

The most portable 9’ x 4’
(2.80mm x 1.22mm) vibratory 
screening plant in production.

More Control

All conveyors have individual 
speed adjustment giving 
superior material flow control.

Oversize Conveyor

Discharging oversize material
at 11’-1” (3.38m), the 42”
(1050mm) wide 3 ply belt allows for
efficient stockpiling.

Dimensions and Capacities

Transport Size

Compact transportation size is 
perfect for contractors looking for 
highly portable mobile screening.
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