Feeder Stacker

Also new to the Lippmann line of feeder stackers, the 80rf and 50sf were designed

to allow operators to stockpile/transfer material, eliminating double handling of

materials. These units can also be compacted for transport on one low loader for

easy site-to-site transport.

STANDARD FEATURES

® Dual hydraulic main drive system

® Hydraulic folding heading section for
transport, minimizing setup time

® Hydraulically adjustable discharge
height up to 10 meters

® 4-meter tracks for superior
maneuverability and stability
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®m CAT 4.4 100KW (127HP) LRC/Fixed
speed, giving a rating of up to
800 TPH

m Fyel-efficient hydraulics system
m User-friendly hydraulic controls

® Hopper greedy plates
increasing capacity

HOPPER

Hopper Capacity 10m?3
CONVEYOR

Belt Width 1200mm
Belt Spec 3-Ply
ENGINE

Engine Power 36.5kW
CONVEYOR

Stockpile Height 9.6mm
DIMENSIONS

Transport Length 19.3m
Transport Width 2.9m
Transport Height 3.2m
Transport Length 26.1m

TOTAL WEIGHT

MATERIALS

24,500 KG (EST.)

Sand and Gravel
Aggregates
Compost
Topsoil

C&D Waste

Coal
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